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MUF6806

Descrizione
Connettore IP 68 (Per connessioni stagne) basato su GEL siliconico bicomponente, predisposto in fabbrica e 
pertanto pronto all’uso.

Specifiche del prodotto:
• Connettore a 2 uscite
• Connettore per cavi fino a 6 poli
• Connessione suggerita per cavi con sezione fino a 4 x 1 mmq o 6 x 0,50 mmq
• Diametro esterno minimo e massimo dei cavi 6,5 – 12 mm
• Ancoraggio cavo (serracavo)
• Specifiche elettriche 24-48V
• Certificazione norme EN60998-2-1:2004  Intertek SEMKO  in corso
• Morsetti/Morsettiere interni forniti (6 x 1,5 mmq)

Description
IP 68 connector (for waterproof connections) based on two-component silicone GEL, factory-fitted and therefore 
ready to use. 

Product Specifications:
• Connection up to 2 ways
• Connector for cables up to 6 poles
• Connector suggested for cables with section to 4 x 1 sqmm  or  6 x 0,50 sqmm
• Minimum and maximum outside diameter of cables 6.5 – 12 mm
• Cable anchorage (cable clamp)
• Electrical specifications 24-48V
• Certification standards EN60998-2-1:2004 Intertek SEMKO in progress
• Terminals/Internal terminal blocks supplied (6 x 1,5 sqmm)

Muffola stagna
Waterproof junction box
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